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YULONG SAFETY

ltem NO.: YL-PA138

Material: 63% Polyester 35% Cotton Hi Vis Fabric

Weight: 260gsm, 1.70z

Function:

Standard: ASTM D6413, ASTMF1506, ASTM F1939, ENISO 11611
ENISO 11612, ENISO 14116, IEC 61482-1-2, NFPA2112
Oeko-Tex Standard 100 Class 2

MORE COLOURS AVAILABLE
hi3oil) (D158

Description:

1. Front fly single surface line ,closed hy metal zipper.

2. Hip patch pocket hottom touhle layer.

3. Outside left and right pocket ,there is a contrast color tool punching
pocket punching pocket is two in one polygonal punching pocket ,upsite of pocket
opening fixed with rivet. Outside right hanging pockets there is bride tool loop,
convenient for tools hanging.on the back there is a woven tape loop ,closed hy five
claw hutton ,can hang working card.

4.Left pants there is a three in one half activity patch pocket upside slang pocket
closed by zinper ,down side small pocket there is a flap closed hy velcro ,.an open
pocket can put tools,semi activity two angle fixed with rivet.

9. 0n the right pant there is a three in one semi activity tool pocket ,top pockets three
point fixed with 3 rivets,outside there is a 2.5cm width woven tape used as tool
loop ,helow the middle rivet there is a jeans button can hang on goods.

size s m Lo 3 Ja [sKL |
Neck 114145 [15-15.5 [16-16.5 [11-12.5 [16-18.5 [19-19.5 [20-20.5[21-215 |

Chest  [34-36 [38-40 [42-44 [46-48 [50-52 [54-56 |56-60 |62-64 |
Waist  [28-30 [32-34 [36-38 |40-43 |45-48 [51-54 [58-60 [62-64 |



http://www.yulongfrtex.com/workwear_function/high-visibility-workwear

